This paper proposes a distance-based distributionally robust energy and reserve (DB-DRER) dispatch model via Kullback-Leibler (KL) divergence, considering the volatile of renewable energy generation. Firstly, a two-stage optimization model is formulated to minimize the expected total cost of energy and reserve (ER) dispatch. Then, KL divergence is adopted to establish the ambiguity set. Distinguished from conventional robust optimization methodology, the volatile output of renewable power generation is assumed to follow the unknown probability distribution that is restricted in the ambiguity set. DB-DRER aims at minimizing the expected total cost in the worst-case probability distributions of renewables. Combining with the designed empirical distribution function, the proposed DB-DRER model can be reformulated into a mixed integer nonlinear programming (MINLP) problem. Furthermore, using the generalized Benders decomposition, a decomposition method is proposed and sample average approximation (SAA) method is applied to solve this problem. Finally, simulation result of the proposed method is compared with those of stochastic optimization and conventional robust optimization methods on the 6-bus system and IEEE 118-bus system, which demonstrates the effectiveness and advantages of the method proposed.
Introduction
During the past decades, the issues of fossil fuel depletion and climate change are becoming more and more grievous. To cope with these questions, renewable energy such as wind energy generation and photovoltaic (PV) generation has been integrated into power systems in large scale [1, 2] . However, renewable energy has the nature of being intermittent and unpredictable, which leads to changes in power system operation, such as unit commitment (UC) problems, economic dispatch (ED) problems, energy and reserve (ER) dispatch problems [3] [4] [5] . How to balance the load and generation has become more and more difficult and considerable.
How to solve optimization problems caused by uncertainties has become a research hotspot. In solving optimization problems, the most used traditional method to tackle data uncertainty is stochastic optimization (SO). Stochastic approximation [6] and sample average approximation (SAA) [7] are two typical solution methods for stochastic programming. In these studies [8] [9] [10] [11] [12] [13] , results demonstrate that stochastic optimization has a good performance under uncertainties. Generally, in stochastic optimization, the variabilities are assumed to follow a determined probability distribution. However, some reasons may cause managers to make incorrect decisions. For example, imperfect data may result in inaccurate probability distribution or difficultly capturing probability distribution of uncertain parameters.
Robust optimization (RO) is another widely used technique to address uncertainty variabilities [14] . In robust optimization, the value of objective function is obtained by only considering the worst-case when the uncertain parameters are within a given uncertainty set. There has been some research in [15] [16] [17] , where the uncertainty set is usually constructed as an affine set. RO requires less information for modeling the uncertain parameters, but the solution is very conservative as it only considers the worst-case scenario that usually cannot actually occur.
During recent years, distributionally robust optimization (DRO) has been proposed, which is a useful method to overcome the deficiencies of SO and RO [18] . Compared to RO, the superiority of DRO is less conservative. And different from SOs requiring explicit distribution of variables, DRO just requires a series of obscure distributions. In a DRO model, usually the objective is to optimize a problem under the worst case of the distribution in a set (i.e., ambiguity set). A family of distributions constructs the ambiguity set of a DRO problem. How to construct the ambiguity set is the key to a DRO problem, and there are two main methods: namely, the moment-based DRO method and distance-based DRO method.
The moment-based DRO usually defines an ambiguity set by limiting the mean and covariance of the distribution to a given value. In the field of power systems, the moment-based DRO method has been applied to solve some problems. Reference [19] studied the economic dispatch problem of power systems under the distribution information of random variable as ambiguous, the ambiguity set was constructed as an ellipsoidal by using the mean and the covariance matrix, and conditional value-at-risk management is used to reformulate the proposed DRO model into a solvable convex optimization. Reference [20] presented a chance-constrained programming approach to deal with the distribution expansion planning problem under uncertain renewables and loads, and a DRO model was applied to solve the uncertainty variables. In [21] , a chance constraint distributionally robust formulation based on an ambiguity set was considered and derived an approximate semi-definite programming (SDP) model. To solve energy-reserve-storage co-dispatch problem and facilitate the uncertain renewable energy, a DRO combined with the chance constraints model was proposed in [22] , and the model could be transformed into a second-order programming problem to be solved. By considering the uncertain variables of renewable energy production and load consumption, [23] proposed a data-driven DRO model to deal with the optimal power flow problem. Based on available historical data, all possible probability distributions were assumed to have the same mean and covariance property to construct the ambiguity set.
The moment-based DRO method needs statistical information to construct the ambiguity set. In general, the data are not fully utilized because the distribution knowledge contains more information than moments. Motivated by the deficiency of the moment-based DRO method, reference [24] [25] [26] [27] [28] [29] [30] [31] [32] [33] [34] investigated the distance-based DRO method. Usually, in a distance-based DRO model, the ambiguity set is constructed by probability distribution. The most widely used probability distance functions include Kullback-Leibler divergence, Prokhorov metric, and the Wasserstein metric [25] . Among the three probability distance functions, the Wasserstein distance-based distributionally robust function has been carried out to solve problems in power system fields. By using an adjustable uncertainty set, [26] studied the energy and reserve scheduling problem by considering the wind power uncertainty, and a two-stage data-driven DRO model was proposed, the ambiguity was defined as Wasserstein balls which contains all the possible probability distributions. In [27] , two-stage distributionally robust linear programs could be reformulated into different models by considering different ambiguity sets, such as under a 2-Wasserstein ball centered at a discrete distribution, the distributionally robust linear program can be seen as a copositive program problem. When the ambiguity set as a 1-Wasserstein ball, the two-stage DRO problem is equivalent to a tractable linear program problem. Reference [28] proposed a data-driven distributionally robust framework for unit commitment based on Wasserstein metric considering the wind power generation forecasting errors, and results showed that the proposed method could immunize the solutions against the worst-case distribution in the ambiguity set. By constructing a data-driven ambiguity set of candidate distributions based on the Wasserstein metric, a novel data-driven Wasserstein DRO model for hedging against uncertainty in the optimal network design was proposed in [29] . To manage the risk from uncertain wind power forecasted errors, [30] proposed a Wasserstein metric-based distributionally robust approximate framework for the unit commitment problem. Different from the mature application of the Wasserstein metric, the application of Kullback-Leibler divergence needs further study. Under the volatile of wind power generation, [31] proposed a distance-based distributionally robust UC model via KL divergence. The objective function minimized the expected generation cost under the worst-case wind power generation distribution, and KL divergence was used to measure the distance between two distributions and to construct the ambiguity set. To shave the peak, reference [32] described a DRO model to schedule the heat pump day-ahead operation, KL divergence was applied to construct the ambiguity set of the DRO model by using a nominal distribution. Thus, the model could be transformed into a tractable deterministic model. In [33, 34] , the Kullback-Leibler divergence method was further studied in-depth in other scopes.
Motivated by the idea of using the available data to design appropriate uncertainty sets, in this paper, the distance-based DRO is applied to solve the ER dispatch problem under renewable energy generation uncertainty. The ambiguity set in this proposed model is constructed via KL divergence. The main contributions of the present paper are summarized as follows:
(1) A two-stage optimization model is established for the joint ER dispatch problem. In the first-stage problem (i.e., day-ahead dispatch), the objective function aims at minimizing generation and reserve cost under assuming the true output of renewable resource is known. The second-stage is the re-dispatch stage, which takes the real output of renewable resource into account.
(2) To utilize the known historical data, the ambiguity set is constructed by KL divergence theory, and the distance-based DRO model is established. The proposed model can be transformed into a mixed integer nonlinear programming (MINLP) problem. Based on the generalized Benders decomposition, a decomposition method and SAA are applied to solve the problem.
(
3) The numerical test shows that the proposed approach is less conservative for decision making under the uncertainty of renewable resource output than the conventional RO model. In addition, the scale of the historical data is very critical for this method; the larger the scale is, the exacter the ambiguity set is and the less conservative the result is.
The rest of the paper is organized as follows. In Section 2, a two-stage model is established and KL divergence theory is introduced. The construction of the ambiguity set and model reformulation are described in Section 3. The solution method is given in detail in Section 4. Numerical results are simulated and discussed in Section 5. Finally, Section 6 summarizes the main conclusions and contributions of this study, and prospects are made.
Mathematical Formulation

Energy and Reserve Dispatch Model
Assuming that the projection of renewable energy resource outcome is determined, then the mathematical model of the first-stage problem can be presented which minimizes the total production cost subject to the operating constrains with respect to the renewable energy output forecast [35] :
In the first-stage mathematical model, objective (1) is the total production cost, including start-up cost, the generation cost, and the spinning reserve cost. Constraint (2) is the generation capacity limitation considering the spinning reserve. Constraint (3) is the power balance condition with respect to the renewable energy generation forecast. Constraint (4) is the power flow restriction of transmission lines with respect to the renewable energy generation forecast. Constraint (5) depicts that the spinning reserve capacity cannot exceed the ramping limit in the dispatch interval of the generator. Constraint (6) denotes the start-up variable of units.
The second-stage problem is formulated as:
Objective (7) minimizes the cost of corrective actions when the actual power output of renewable energy is considered, including the generator re-dispatch cost, the renewable energy power spillage cost, and the load shedding cost. Constraint (8) is the power balance condition. Constraint (9) is the security limitation of transmission lines. Constraint (10) sets that the real-time re-dispatch capacity of generators cannot exceed its spinning reserve capacity preserved in the first-stage. Constraints (11) stipulates the bounds of renewable energy power curtailment and load shedding. The relationship of actual renewable energy power output and prediction renewable energy power output is expressed by constraint (12) .
Thus, a two-stage optimization model according to the above analysis is obtained. To simplify the notations, the problem can be abstracted into a concise model as follows:
where x ∈ X = {x|Ax ≤ b}, (14) represents (2)- (5) . The symbol Q(x, ξ) is the optimal value of the second-stage problem:
Matrices T, W, R, and vector d represent to the coefficients in constraints (8)- (12) , the decision variables
are in the first-stage and the second-stage, respectively. The forecast errors of variable renewable energy power is represented by vector ξ.
DRO Model Based on KL-Divergence
To construct a distance-based DRO model ambiguity set, available historical data are essential and used rational. Statistical distance functions, such as the Prokhorov metric, the Wasserstein metric, and the KL divergence are applied to address data analysis, which have some common properties and can co-transfer in some situations [15] . KL divergence originated from statistics and the information theory. The performance of KL divergence in measuring the distance between two probability distributions makes it be widely used. Different from the Prokhorov metric and the Wasserstein metric, the KL divergence has some obvious advantages. Firstly, KL divergence is a widely accepted measure of distances between distributions. Secondly, its tractability in solving DRO problems by reformulating the problem into a tractable problem can be solved by optimization tools. Furthermore, the available data through the KL divergence method can be fully used.
Mathematically, the KL divergence expression is generally defined as:
where P, P 0 are distribution functions in measure space Ω. Many scholars have studied the DRO based on KL divergence [31] [32] [33] [34] , and they put forward some reformulation methods in the research. In these studies, KL divergence has been used to solve problems such as unit commitment, and showed its advantages.
According to the theory of KL divergence, and considering the ambiguous probability distributions, the distance-based distributionally robust energy and reserve (DB-DRER) model of (13) is proposed as follows:
where E P [Q(x, ξ)] denotes the expected value with respect to a distribution P of random variables ξ.
Reformulation of Optimization Model
In Section 3.1, we construct the ambiguity set by introducing KL divergence method, and a distributionally robust counterpart for the two-stage ER dispatch model (i.e., DB-DRER) is proposed. Then in Section 3.2, we reformulate the DB-DRER into a MINLP problem.
Ambiguity Set Construction
The ambiguity set affects the accuracy and conservatism of the dispatch planning. The structure of the ambiguity set has a large influence to the performance and tractability of the above problem. The underlying true probability distribution should be contained in a desirable ambiguity set. The desirable ambiguity set allows the reformulation of the DRO problem (18) into a tractable problem. Generally, the method of constructing the ambiguity set by the KL divergence can be expressed by:
where P 0 is the nominal distribution, which can be obtained by fitting historical data. η is the divergence tolerance, and it can control the size of the ambiguity set. The conservative of the DB-DRER model can be adjusted by setting different value of η.
In [36] , some approaches are presented to construct uncertainty set. The most basic approach to construct an ambiguity set is to define a confidence interval for uncertainty variable, (e.g., 95% can be set as the confidence level value), but it is too simple to describe the correlation between variables and has strong conservation. Even though, this idea can be adopted to construct the ambiguity set in a similar method through determine the confidence level. Then:
where α is confidence level, and η α denotes the divergence tolerance. Formula (20) describes that the true distribution is within D with α confidence level.
To construct the ambiguity set, the key is to determine the value of nominal distribution P 0 . In [37] , there are many methods to obtain P 0 , like parametric estimation method such as point estimation, interval estimation. However, they all assume the uncertainty variable follows a predefined distribution, which is usually unrealistic. On the contrary, non-parametric estimates do not require hypothetical distributions. To take advantage of nonparametric estimation, the nonparametric estimation method is adopted to construct the ambiguity set. Kernel density estimation is a widely used method in nonparametric estimation. In [38] , Kernel density estimation is applied to construct an ellipsoidal uncertainty set and shows well performance. But the disadvantage is that the influence of boundary points should be considered in Kernel density estimation.
Reference [37] provides a way of thinking for us to use the nonparametric estimation method. Assuming that the historical relative predicted errors could be obtained, the Monte Carlo method is used to generate the scenarios [39] . ρ 1 , ρ 2 , · · · , ρ s are the probabilities represent variable {ξ 1 , ξ 2 , · · · , ξ s }. Then, an empirical distribution is designed and can be expressed by:
where S denotes the total number of scenarios, ρ s is the nominal distribution probability of scenario s, Ns is the number of observations of scenarios, and follows (22):
RDB-DRER Model
In this section, KL divergence is used to reformulate problem (18) . The objective function in (18) minimizes the total cost in the worst-case probability distribution and it cannot be solved directly by the existing solver. For convenience, to elaborate the process of reformulating the model, only the inner maximization section of objective function in (18) is given as follows:
Formula (23) is the expected cost with respect to the worst-case probability distribution. Q s is used to represent Q(x, ξ), according to the analysis in the above Section 3.1, when P is discrete in (23), the special case of (23) can be expressed as follows:
Based on strong duality theory, for η ≥ 0, the dual function of objective function in (24) can be transformed into:
where λ and ν are the new dual variables and:
Define ρ P s ρ s = u, then:
According to reference [40] , (27) is equivalent to the following problem:
where ν * is the optimal value of ν, and it satisfies:
Substituting (29) and (30) 
Then, (31) is equivalent to (32) :
(32) is a one-layer optimization problem and it has been discussed in [40] . Then, the problem (18) can be reformulate as: min
Model (33) is a conventional mixed integer nonlinear programming (MINLP) problem and cannot be solved directly. The solution method of (33) will be discussed in Section 4.
Solution Strategy
The basic algorithms and corresponding optimization software for solving MINLP problems are summarized in [41] , where it provides ideas for effectively solving different types of MINLP problems. Decomposition method is used to rewrite the RDB-DRER problem (33) as:
where (34) is called master problem (MP).
where (35) is called subproblem (SP). In order to emphasis (x, λ) is the joint decision vector, µ(x, λ) is used rather than µ x (λ) to denote the objective function (35) for brevity: 
Suppose Q(x, ξ) is convex in X for every ξ. The function µ(x, λ) is a convex function of (x, λ). Note that the first term of µ(x, λ) is the logarithmic moment generating function of Q(x, ξ) under the probability measure P 0 . In some cases, Q(x, ξ) has a closed-form expression and the problem (36) can be transformed to a deterministic convex optimization problem. But this situation is generally difficult to achieve.
In this paper, assume the closed-form expression of the logarithmic moment generating function is not available, thus (36) is a typical stochastic optimization problem with a fixed probability distribution P 0 [2] . Standard stochastic optimization technique can be used to solve (36) such as the sample average approximation [13] and stochastic approximation. To apply the SAA method, we generate an independent and identical distribution sample from the distribution P 0 , and we use the following optimization problem to approximate problem (36) , which can be written as the following form:
Then, the problem (33) can be transformed into (38) as:
Problem (38) can be solved with the existing commercial solver. The procedure to solve the energy and reserve dispatch problem is summarized in Algorithm 1 and the flow chart of the algorithm is described in Figure 1 . 
Case Study
In this section, all tests are performed on a personal computer (Intel Core i5-8250U 1.8GHz CPU, 8GB RAM). Programs are coded using MATLAB R2016a. The problem is solved by CPLEX 12.5.1 combined with YALMIP. The 6-bus system and IEEE 118-bus system are used to test the method proposed.
6-bus System
Configuration of the 6-bus system is shown in Figure 2 . This 6-bus system consists of three thermal units, two renewable energy resources (wind farm), seven transmission lines, and three loads, with detailed data in [32] . 
Case Study
6-Bus System
Configuration of the 6-bus system is shown in Figure 2 . This 6-bus system consists of three thermal units, two renewable energy resources (wind farm), seven transmission lines, and three loads, with detailed data in [32] . We assume that the true distribution of the variable renewable energy power forecast errors obeys a normal distribution, with the mean of 0 and standard deviation of 0.1. We apply the Monte Carlo method to generate 500 scenarios as hypothetical data.
We give the following robust optimization mathematical model and stochastic optimization mathematical model to compare the proposed DRO method.
(1) Robust model: 
In the following numerical analysis, if there is no special explanation, value of the ambiguity index is set to 0.3 and the confidence level is 0.95. The predicted data of renewable energy output are given in Figure 3 . The structure of the uncertainty sets in the RO model include interval set, polyhedral set, and ellipsoidal set, etc. In order to simplify the calculation and compare the results obvious, the uncertainty set of RO model is interval uncertainty set as shown in Figure 3 . We assume that the true distribution of the variable renewable energy power forecast errors obeys a normal distribution, with the mean of 0 and standard deviation of 0.1. We apply the Monte Carlo method to generate 500 scenarios as hypothetical data.
(1) Robust model:
(2) Stochastic model:
In the following numerical analysis, if there is no special explanation, value of the ambiguity index η is set to 0.3 and the confidence level α is 0.95.
The predicted data of renewable energy output are given in Figure 3 . The structure of the uncertainty sets in the RO model include interval set, polyhedral set, and ellipsoidal set, etc. In order to simplify the calculation and compare the results obvious, the uncertainty set of RO model is interval uncertainty set as shown in Figure 3. . Table 1 shows the comparison of the results obtained by three different methods. From the table, we can see the total objective value of RO is the largest. The reason is that RO just considers the worstcase which happened in the second-stage problem, where the value of RO is the largest too. In SO, the expected cost is considered in the second-stage problem, and the objective value is the smallest. As to DRO, its objective value is larger than that of SO and is smaller than that of RO, since the secondstage problem of DRO is a combination of stochastic and robust optimization. The value of reserve cost obtained by DRO is larger than those of RO and SO, while its generation cost is the smallest. DRO combines RO and SO, which makes it less conservative, which is demonstrated by numerical results. The relationship of objective value and number of scenarios is depicted in Figure 4 . With the increase of scenario quantity, the uncertainty sets of robust optimization become larger with larger objective values obtained by RO. Meanwhile, the objective of SO or DRO almost remain the same value under different sample sizes, because the characteristic of RO just considers the worst-case. As the number of scenarios increases, more scenarios are taken into account, making the worst-case scenario change. At the same time, the trend of SO and DRO shows that these two methods make better use of available data. Moreover, for large sample size, the result of DRO is close to that of SO. Table 1 shows the comparison of the results obtained by three different methods. From the table, we can see the total objective value of RO is the largest. The reason is that RO just considers the worst-case which happened in the second-stage problem, where the value of RO is the largest too. In SO, the expected cost is considered in the second-stage problem, and the objective value is the smallest. As to DRO, its objective value is larger than that of SO and is smaller than that of RO, since the second-stage problem of DRO is a combination of stochastic and robust optimization. The value of reserve cost obtained by DRO is larger than those of RO and SO, while its generation cost is the smallest. DRO combines RO and SO, which makes it less conservative, which is demonstrated by numerical results. The relationship of objective value and number of scenarios is depicted in Figure 4 . With the increase of scenario quantity, the uncertainty sets of robust optimization become larger with larger objective values obtained by RO. Meanwhile, the objective of SO or DRO almost remain the same value under different sample sizes, because the characteristic of RO just considers the worst-case. As the number of scenarios increases, more scenarios are taken into account, making the worst-case scenario change. At the same time, the trend of SO and DRO shows that these two methods make better use of available data. Moreover, for large sample size, the result of DRO is close to that of SO. Figure 5 depicts that with the increases of the ambiguity index η, the objective value increases. The larger ambiguity index denotes that the more distribution functions of the uncertain variables in the ambiguity set. This trend illustrates that the proposed DRO method can utilize the available historical data. At the same time, it can be seen that the growth trend is more and more smooth. The reason is that the influence of the ambiguity index on the objective value is limited, and the trend is getting smaller and smaller. In addition, the curve in Figure 5 also shows that the scale of the historical data is very critical for this method, the larger the scale is, the more exact the ambiguity set is and the less conservative the result is. 
118-bus System
IEEE 118-bus system contains 19 generators, 35 synchronous condensers, 177 lines, 9 transformers, and 91 loads with total load demand 5500 MW. Detail data can be obtained from online at http://labs.ece.uw.edu/pstca/pf118/ieee118psp.txt [38] . The same hypothetical historical data of Figure 5 depicts that with the increases of the ambiguity index η, the objective value increases. The larger ambiguity index denotes that the more distribution functions of the uncertain variables in the ambiguity set. This trend illustrates that the proposed DRO method can utilize the available historical data. At the same time, it can be seen that the growth trend is more and more smooth. The reason is that the influence of the ambiguity index on the objective value is limited, and the trend is getting smaller and smaller. In addition, the curve in Figure 5 also shows that the scale of the historical data is very critical for this method, the larger the scale is, the more exact the ambiguity set is and the less conservative the result is. Figure 5 depicts that with the increases of the ambiguity index η, the objective value increases. The larger ambiguity index denotes that the more distribution functions of the uncertain variables in the ambiguity set. This trend illustrates that the proposed DRO method can utilize the available historical data. At the same time, it can be seen that the growth trend is more and more smooth. The reason is that the influence of the ambiguity index on the objective value is limited, and the trend is getting smaller and smaller. In addition, the curve in Figure 5 also shows that the scale of the historical data is very critical for this method, the larger the scale is, the more exact the ambiguity set is and the less conservative the result is. 
IEEE 118-bus system contains 19 generators, 35 synchronous condensers, 177 lines, 9 transformers, and 91 loads with total load demand 5500 MW. Detail data can be obtained from online at http://labs.ece.uw.edu/pstca/pf118/ieee118psp.txt [38] . The same hypothetical historical data of 
118-Bus System
IEEE 118-bus system contains 19 generators, 35 synchronous condensers, 177 lines, 9 transformers, and 91 loads with total load demand 5500 MW. Detail data can be obtained from online at http: //labs.ece.uw.edu/pstca/pf118/ieee118psp.txt [38] . The same hypothetical historical data of renewable energy resource generation predicted errors are as in the 6-bus system. And other parameters are also the same as those of the 6-bus system.
The relationship between objective value and confidence level is showed in Table 2 . Under the same number of scenarios but with different confidence level, the total objective value has a little difference. The result demonstrates that the confidence level has little relative with the objective value. To obtain the results given in Table 3 ; Table 4 , RO, SO and DRO are applied to solve the problem. The results of generation cost obtained by the three methods are similar, while the re-dispatch costs obtained by RO is larger than those of SO and DRO, leading to larger total operating costs. The operating cost obtained by DRO is larger than that of SO, since the worst-case scenario is explicitly considered in DRO. The total reserve capacities obtained by RO and DRO are nearly the same, which are larger than that obtained by SO. Therefore, DRO is verified to strike the balance between the efficiency and the reliability of power system operations. 
Discussion
Compared with RO and SO methods, tests in the 6-bus system show the feasibility of the proposed DRO model and it has less conservative than the pure RO model. Results in the 118-bus system also demonstrate that the method proposed can work well. The objective value obtained by DRO is larger than that of SO and is smaller than that of RO, since the worst-case scenario is explicitly considered in DRO. To our best knowledge, the advantage of the DRO approach lies in its robustness to hedge against distributional ambiguity. If the underlying true distribution is invariant and the number of samples is large enough, the ambiguity of probability distribution for the uncertainty is insignificant. Therefore, the advantage of using ambiguity set is not evident. However, when the number of samples is limited or the probability distribution is time-variant, the ambiguity set is remarkable. In this case, the merit of the DRO approach manifests more.
Conclusions and Prospects
In this paper, a two-stage DRO model is proposed to address the energy and reserve dispatch problem with renewable energy generation. Based on the Kullback-Leibler divergence and support set, the ambiguity set is constructed to encompass all candidate distributions of renewable energy generation. This ambiguity set is formulated with a variable confidence level, which is granted more flexibility in adjusting the level of conservatism. Thus, a DB-DRER model, which can fully utilize the known historical data, is proposed. To improve its tractability, we derive an equivalent distributionally robust counterpart for the problem by taking advantage of duality reformulation technique to handle the worst-case expectation. Case study demonstrates that the proposed model can work well in the 6-bus system and IEEE 118-bus system. This paper mainly studies the economic scheduling problem under the uncertainty of renewable energy output. The Kullback-Leibler divergence method is used to model the uncertain variables. In future work, another kind of method, such as Wasserstein distance, can be applied to solve this problem. In addition, we will further investigate the Kullback-Leibler divergence method of considering to balance risk-averse and benefit problem in power systems. 
